EJANALOG WAY*

ANALOG WAY MIDRA
Module: PROC_COM

AMX NETLINX

Date: October 16, 2017
Driver version: V1.11
Tested with: Midra Firmware v02.00.15

INTRODUCTION

This module is the communication processor for the Midra series control and must be
implemented once in the main program.

Page 1/2

driver powered by
T) TECHNIDREAM
g | A MAITRISE DES TECHNOLOGIES CONNECTEES r

Analog Way Worldwide ‘
Europe, Middle East & Africa: +33 (0)1 81 89 08 60

The Americas: +1 212 269 1902

Asia Pacific: +65 6292 5800 S ; "
www.anlalogway.com A N A I_O G WAY )

Pioneer in Analog, Leader in Digital




EJANALOG WAY*

IMPLEMENTATION

To interface this module in an AMX program, the programmer must perform the following
tasks:

- Include the Midra_Proc_Com module in the main program and adjust specific module
parameters (see example program available with this package).

COMMANDS

Command Control

Commands are case sensitive. Commands are to be followed by SOA terminator.

IP_Connect Initiate IP connection
IP_Disconnect Stop IP connection
Example:

SEND_STRING Midra_Proc_COM,”’IP_Connect’,50A”

Page 2/2

driver powered by

' TECHNIDREAM
LA MAITRISE DES TECHNOLOGIES CONNECTEES r

&

Analog Way Worldwide
Europe, Middle East & Africa: +33 (0)1 81 89 08 60
The Americas: +1 212 269 1902

Asia Pacific: +65 6292 5800

www.analogway.com ANALOG WAY §

Pioneer in Analog, Leader in Digital




