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This is an optional module for controlling Midra™ series switchers. This module allows
you to read configured logo/frames properties:

- Validity
- Dimensions

This module must be connected to Midra_main module.

3 series processor

MIDRA™ firmware V02.00.15
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CONTROL: Inter_connect_Module

From_Module_Main S To be connected to the Midra_Main module

Refresh_All D  Pulse for module initialization

CONTROL: Chek_Frame - X is the frame number (1=>8)

Check_FrameX_Infos_PB D  Pulse to refresh Frame X status

CONTROL: Check_Logo - X is the logo number (1=>8)

Check_LogoX_Infos_PB D Pulse to refresh Logo X status

FEEDBACK : Inter_connect_Module

To_Module_Main S To be connected to the Midra_Main module

Module Frame Logo module text status. To be connected to the

Message_Txt Midra_Main module

Refresh_In_Progress_FB D Module refresh in progress

Next_Module_Refresh_0OS D To be connected to the next module for daisy chain initialization

FEEDBACK : FrameX - X is the frame number (1=>8)

FrameX_Valid_FB D  Frame X validity
FrameX_ Width FB A Frame X width (pixel)
FrameX_Height_FB A Frame X height (pixel)
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FEEDBACK : LogoX - X is the logo number (1=>8)

LogoX_Valid_FB D Logo X validity
LogoX_Width_FB A Logo X width (pixel)
LogoX_Height_FB A Logo X height (pixel)

©2013 Crestron Electronics, Inc.
15 Volvo Drive - Rockleigh, N]J 07647
800.237.2041 / 201.767.3400

http:// applicationmarket.crestron.com

For more information please contact our Crestron Application Market team at
applicationmarket@crestron.com. The information contained on this document is privileged
and confidential and for use by Crestron Authorized Dealers, CSP Members, A+ Partners
and Certified Integrated Partners only. Specifications subject to change without notice.



